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KAPLAMA
 TU! LA
// BRICK SLAB

DŸz  
// Classic

16

Naturel  
// Natural

19

Rustik 
// Rustic 

24

Gotik 
// Gothic

26

Sarkõt  
// Stalactite

30

Antik 
/ / Antique

32

Sel•uklu 
// Seljuk

36

Jumbo 
// Jumbo

38

Detay Kaplama 
// Detail Brick Slab

40
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Homojen bir yŸzey dokusuna sahiptir. Eski yapõlara farklõ gšrŸnŸm kazandõrmak ya 
da yeni binalar, šzel i• mekanlar yaratmak i•in tercih edilir.

// Has a homogenous su! ace texture. Preferred for giving a di" erent outlook to old
buildings or for creating new buildings and special indoors.

                                       

†rŸn : KT/1 Renk : Beyaz Doku : DŸz
 

Product: KT/1 Colour: White Texture: Classic
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KT/1

A

C

B

DŸz Kahverengi
// Classic Brown

DŸz Beyaz
// Classic White

DŸz Kõrmõzõ
// Classic Red

DŸz Sarõ
// Classic Yellow

DŸz Volkan
// Classic Volcano

D†Z KAPLAMA TU#LA  
// CLASSIC BRICK SLAB

Ebatlar / Dimensions (mm) A 215 x B 65 x C 15

A! õrlõk / Weight 430 gr.

Adet / Pieces (m2) 60
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KT/1

A

C

B

Naturel Kahverengi
// Natural Brown

Naturel Anadolu
// Natural Anatolian

Naturel Kõrmõzõ
// Natural Red

Naturel Sarõ
// Natural Yellow

Naturel Beyaz
// Natural White

Naturel A•õk Gri
// Natural Light Grey

Naturel Volkan
// Natural Volcano

Naturel Koyu Gri
// Natural Dark Grey

NATUREL KAPLAMA TU#LA  
// NATURAL BRICK SLAB

Ebatlar / Dimensions (mm) A 215 x B 65 x C 15

A! õrlõk / Weight 430 gr.

Adet / Pieces (m2) 60

** Naturel dokudaki kõrmõzõ, kahverengi, sarõ renkli KT/1Õler istenildi! i 
taktirde 12 mm olarak Ÿretilebilmektedir. A! õrlõklarõ 360 gr.

// Natural textured red, brown and yellow colored KT/1 brick slabs can be
produced in 12 mm when required.  Weight is 360 gr.
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RKT/1

A

C

B

Rustik Kahverengi
// Rustic Brown

Rustik Anadolu
// Rustic Anatolian

Rustik Kõrmõzõ
// Rustic Red

Rustik Sarõ
// Rustic Yellow

Rustik Ege Serisi
// Rustic Aegean Series

RUST$K KAPLAMA TU#LA  
// RUSTIC BRICK SLAB

Ebatlar / Dimensions (mm) A 215 x B 65 x C 15

A! õrlõk / Weight 430 gr.

Adet / Pieces (m2) 60
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RUST$K KAPLAMA TU#LA
// RUSTIC BRICK SLAB
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†rŸn : RKT/1 Renk : Anadolu Serisi Doku : Rustik
 

Product: RKT/1 Colour: Anatolian Series Texture: Rustic
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KT/3

A

C

B

Gotik Kahverengi
// Gothic Brown

Gotik Kõrmõzõ
// Gothic Red

Gotik Sarõ
// Gothic Yellow

GOT$K KAPLAMA TU#LA  
// GOTHIC BRICK SLAB

Ebatlar / Dimensions (mm) A 215 x B 65 x C 22

A! õrlõk / Weight 850 gr.

Adet / Pieces (m2) 60
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KT/1

A

C

B

Sarkõt Kahverengi
// Stalactite Brown

Sarkõt Kõrmõzõ
// Stalactite Red

Sarkõt Sarõ
// Stalactite Yellow

Sarkõt Volkan
// Stalactite Volcano

Sarkõt Beyaz
// Stalactite White

SARKIT KAPLAMA TU#LA  
// STALACTITE BRICK SLAB

Ebatlar / Dimensions (mm) A 215 x B 65 x C 15

A! õrlõk / Weight 430 gr.

Adet / Pieces (m2) 60
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Ebatlar / Dimensions (mm) A 215 x B 65 x C 18

A! õrlõk / Weight 500 gr.

Adet / Pieces (m2) 56

KT/1

A

C

B

A•õk Gri
// Light Gray

Anadolu Serisi
// Anatolian Series

Beyaz
// White

Kahverengi
// Brown

ANT$K KAPLAMA TU#LA  
// ANTIQUE BRICK SLAB

Kõrmõzõ
// Red

Koyu Gri
// Dark Gray

Sarõ
// Yellow
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Ebatlar / Dimensions (mm) A 215 x B 65 x C 18

A! õrlõk / Weight 470 gr.

Adet / Pieces (m2) 56

KT/1

A

C

B

$nkum Sarõ
// $nkum Yellow

Kõzõlkum
// Kõzõlkum

Cide Kõrmõzõ
// Cide Red

ANT$K KAPLAMA TU#LA (KARADEN$Z SER$S$)  
// ANTIQUE BRICK SLAB (BLACK SEA SERIES)

KŸre Kahve
// KŸre Brown

Safranbolu Kõrmõzõ
// Safranbolu Red

Amasra KŸl Gri
// Amasra Ashy Gray
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SIRLI KAPLAMA TU#LA
// GLAZED BRICK SLAB

A

C

B

Sõrlõ Kaplama Tu%la Beyaz
// Glazed Brick Slab White

Sõrlõ Kaplama Tu%la Sarõ
// Glazed Brick Slab Yellow

Sõrlõ Kaplama Tu%la Mavi
// Glazed Brick Slab Blue

Sõrlõ Kaplama Tu%la A•õk Mavi
// Glazed Brick Slab Light Blue

Sõrlõ Kaplama Tu%la Kõrmõzõ
// Glazed Brick Slab Red

Sõrlõ Kaplama Tu%la Ye&il
// Glazed Brick Slab Green

Sõrlõ Kaplama Tu%la A•õk Gri
// Glazed Brick Slab Light Gray

Sõrlõ Kaplama Tu%la Koyu Gri
// Glazed Brick Slab Dark Gray

Ebatlar / Dimensions (mm) A 215 x B 65 x C 18

A! õrlõk / Weight 430 gr.

Adet / Pieces (m2) 60
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NATUREL KAPLAMA TU#LA
// NATURAL BRICK SLAB
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†rŸn : KT/1 Renk : Kõrmõzõ Doku : Naturel
 

Product: KT/1 Colour: Red Texture: Natural
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Ebatlar / Dimensions (mm) A 240 x B 50 x C 15

A! õrlõk / Weight 380 gr.

Adet / Pieces (m2) 66

SKT/1

A

C

B

DŸz Kahverengi
// Classic Brown

DŸz Kõrmõzõ
// Classic Red

DŸz Sarõ
// Classic Yellow

Naturel Kahverengi
// Natural Brown

Naturel Sarõ
// Natural Yellow

Naturel Kõrmõzõ
// Natural Red

SEL‚UKLU KAPLAMA TU#LA  
// SELJUK BRICK SLAB

**Sel•uklu Serisi Rustik Kaplama Tu! la šzel sipari" olarak
Ÿretilmektedir.

// Seljuk Series of Rustic Brick Slab is only produced upon request.
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KAPLAMA TU#LA
// BRICK SLAB

DŸz Kaplama Tu%la
// Classic Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 15 KT/1
// Dimensions (mm):

Antik Kaplama Tu%la
// Antique Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 18 KT/1
// Dimensions (mm):

Antik Kaplama Tu%la (Akdeniz Serisi)
// Antique Brick Slab (Mediterranian Series)

C

B A

Ebatlar (mm): A 210 x B 65 x C 20 KT/1
// Dimensions (mm):

Rustik Kaplama Tu%la
// Rustic Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 15 RKT/1
// Dimensions (mm):

Gotik Kaplama Tu%la
// Gothic Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 22 KT/3
// Dimensions (mm):

Sarkõt Kaplama Tu%la
// Stalactite Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 15 KT/1
// Dimensions (mm):

DŸz Sel•uklu Kaplama Tu%la
// Classic Seljuk Brick Slab

C

B
A

Ebatlar (mm): A 240 x B 50 x C 15 SKT/1
// Dimensions (mm):

Naturel Sel•uklu Kaplama Tu%la
// Natural Seljuk Brick Slab

C

B
A

Ebatlar (mm): A 240 x B 50 x C 15 SKT/1
// Dimensions (mm):

Naturel Kaplama Tu%la
// Natural Brick Slab

C

B A

Ebatlar (mm): A 215 x B 65 x C 15 KT/1
// Dimensions (mm):
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DŸz Jumbo Kaplama Tu%la
// Classic Jumbo Brick Slab

C

B
A

Ebatlar (mm): A 290 x B 100 x C 22 KT/4
// Dimensions (mm):

Detay Kaplama Tu%la
// Detail Brick Slab

C

D

B

A

Ebatlar (mm): A 215 x B 65 x C 102 x D 15 KT/2
// Dimensions (mm):

Naturel Jumbo Kaplama Tu%la
// Natural Jumbo Brick Slab

C

B
A

Ebatlar (mm): A 265 x B 81 x C 18 KT/6
// Dimensions (mm):

KAPLAMA TU#LA
// BRICK SLAB
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KT/1 GENEL
// GENERAL KT/1

†R†N
// PRODUCT

KT/1

Genel Tanõm
// General Description

Kilden mamŸl, dŸz, dŸ&ey duvar yŸzey kaplamasõ

Classic ve' ical wall su! ace coating made of clay

Standa!  …l•Ÿler
// Standard Dimensions

215 x 65 x 15 mm

Boyut Toleransõ
// Dimensional Tolerance

TS EN 1024Õte tarif edilen metoda gšre, kaplama tu%lalarõnõn uzunluk ve geni&lik šl•Ÿlerine ait o' alama de%erler, imalat•õ 
tarafõndan beyan edilen de%erlerin ±%2,0 si i•erisinde olmalõdõr.

According to the method described in TS EN 1024, the average values for the length and width dimensions of the brick slabs shall be

within ± 2.0% of the values declared by the manufacturer.

Uzunluk  
// Length

(±4,3 mm)
Geni&lik
// Width

(±4,3 mm)

TS EN 1304

I( IKLAR

210,7 mm

212,0 mm

219,3 mm

217,0 mm

63,7 mm

63,7 mm

66,3 mm

66,0 mm

BŸkŸlme Katsayõsõ
// Flexural Modulus

TS EN 1024Õte tarif edildi%i &ekilde hesaplanan bŸkŸlme katsayõsõnõn o' alama de%eri Ò•izelge 1Ó de verilen de%erleri sa%lamalõdõr.

BŸkŸlme katsayõsõ o' alama %0,49

The average value of the flexural modulus calculated as described in TS EN 1024 must provide the values given in ÔÕtable 1ÕÕ.

Flexural modulus 0,49% on average.

Boyuna ve Enine Bombe
// Longitudinal and Transverse Camber

TS EN 1024Õte tarif edildi%i &ekilde hesaplanan boyuna ve enine bombe o' alama de%eri Ò•izelge 3Ó deverilen de%erleri 
sa%lamalõdõr.

I( IKLAR                  Boyuna: 2,0 mm                                Enine: 1,0 mm

The average value of the longitudinal and transverse camber calculated as described in TS EN 1024 must provide the values given in ÔÕtable 3ÕÕ.

I( IKLAR                      Longitudinally: 2,0 mm                              Transversal : 2,0 mm

Sõzdõrmazlõk
// Impermeability

I&õklar Grup: 1      Deney Metodu: 1                               O' . 0,27                Maks. 0,51 cm3/cm2/gŸn

I&õklar Group: 1         Experiment Method: 1                                Avg. 0,27                     Max. 0,51 cm3/cm2/day

Yangõna Diren•
// Resistance to Fire

Yangõn Sõnõfõ: A1

Fire Class: A1

Donma ve ‚šzŸlmeye Dayanõklõlõk
// Freeze-Thaw Resistance

Deney Metodu: A (12 DšngŸ: -15 0C + 12 DšngŸ: -5 0C) Herhangi bir hasar gšrŸlmemi&tir.

Experiment Method: A (12 Cycle: -15 0C + 12 Cycle: -5 0C) No damage was observed.

E" ilme Dayanõmõ
// Flexural Strength

DŸz Kiremitler $•in: Min. 600 N                                      I&õklar: Min. 660 N

For Flat Tiles: Min. 600 N                                                                I&õklar: Min. 660 N

Su Emme
// Water Absorption

O' alama: %6

Average: %6

Renk Da" õlõmõ
// Color Distribution

†retici, farklõ tonlardaki tu%lalarõ fabrikada karõ&õk olarak bir arada paletler; ancak duvar ustalarõ duvar boyunca bu farklõ tonlarõn 
da%õlõmõnõn dengeli bir &ekilde yapõlmasõna dikkat etmelidir. PALET AMBALAJINDAK$ UYGULAMA …NER$LER$NE UYULMALIDIR.

Manufacturer mixes di" erent shades of bricks together in the factory pallets; but masons should be careful to ensure that the distribution of

these di" erent tones along the wall is balanced. APPLICATION RECOMMENDATIONS IN PALLET PACKAGING SHOULD BE OBEYED.

*Baskõdan kaynaklanabilecek renk farklarõ i•in lŸ) en numune talep ediniz. Nakliye bedellerinin hesaplanmasõnda, ŸrŸnlerin net 
a%õrlõ%õnõ bšlge mŸdŸrlŸklerimizden š%renebilirsiniz. Kaplama tu%lalar ad/m* ve ad/mtul i•in 1cm, Antik tu%lalar ise 1,3 cm derz esasõna 
gšre hesaplanmõ&tõr.

// Please demand sample in order not to have colour di" erences due to printing. *About the calculation of the shipping costs, you can learn
the net weight of the products from our regional o" ices. Brick Slabs are calculated according to 1 cm of the joint filler for pcs/m* and pcs/lm,
Antique Bricks are calculated according to 1.3 cm of the joint filler.
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KT/1 ANADOLU
// ANATOLIA KT/1

†R†N
// PRODUCT

KT/1 ANADOLU
KT/1 ANATOLIA

Genel Tanõm
// General Description

Kilden mamŸl, dŸz, dŸ&ey duvar yŸzey kaplamasõ

Classic ve' ical wall su! ace coating made of clay.

Standa!  …l•Ÿler
// Standard Meter

215 x 65 x 15 mm

Boyut Toleransõ
// Dimensional Tolerance

TS EN 1024Õte tarif edilen metoda gšre, kaplama tu%lalarõnõn uzunluk ve geni&lik šl•Ÿlerine ait o' alama de%erler, imalat•õ 
tarafõndan beyan edilen de%erlerin ±%2,0 si i•erisinde olmalõdõr.

According to the method described in TS EN 1024, the average values for the length and width dimensions of the brick slabs shall be within

± 2.0% of the values declared by the manufacturer.

Uzunluk  
// Length

(±4,3 mm)
Geni&lik
// Width

(±4,3 mm)

TS EN 1304

I( IKLAR

210,7 mm

212,0 mm

219,3 mm

217,0 mm

63,7 mm

63,7 mm

66,3 mm

66,0 mm

BŸkŸlme Katsayõsõ
// Flexural Modulus

TS EN 1024Õte tarif edildi%i &ekilde hesaplanan bŸkŸlme katsayõsõnõn o' alama de%eri Ò•izelge 1Ó de verilen de%erleri sa%lamalõdõr.

BŸkŸlme katsayõsõ o' alama %0,49

The average value of the flexural modulus calculated as described in TS EN 1024 must provide the values given in ÔÕtable 1ÕÕ.

Flexural modulus 0,49% on average.

Boyuna ve Enine Bombe
// Longitudinal and Transverse Camber

TS EN 1024Õte tarif edildi%i &ekilde hesaplanan boyuna ve enine bombe o' alama de%eri Ò•izelge 3Ó deverilen de%erleri 
sa%lamalõdõr.

I( IKLAR                  Boyuna: 2,0 mm                                Enine: 1,0 mm

Average longitudinal and transverse camber values, calculated as in the TS EN 1024 Regulation, should meet the values mentioned in Òtable 3Ó..

I( IKLAR                      Longitudinally: 2,0 mm                              Transversal : 2,0 mm

Sõzdõrmazlõk
// Impermeability

I&õklar Grup: 1      Deney Metodu: 1                               O' . 0,27                Maks. 0,51 cm3/cm2/gŸn

I&õklar Group: 1        Experiment Method: 1                                Avg. 0,27                     Max. 0,51 cm3/cm2/day

Yangõna Diren•
// Resistance to Fire

Yangõn Sõnõfõ: A1

Fire Class: A1

Donma ve ‚šzŸlmeye Dayanõklõlõk
// Freeze-Thaw Resistance

Deney Metodu: A (12 DšngŸ: -15 0C + 12 DšngŸ: -5 0C) Herhangi bir hasar gšrŸlmemi&tir.

Experiment Method: A (12 Cycle: -15 0C + 12 Cycle: -5 0C) No damage was observed.

E" ilme Dayanõmõ
// Flexural Strength

DŸz Kiremitler $•in: Min. 600 N                                      I&õklar: Min. 720 N

For Flat Tiles: Min. 600 N                                                                I&õklar: Min. 720 N

Su Emme
// Water Absorption

O' alama: %4.0

Average: %4.0

Renk Da" õlõmõ
// Color Distribution

†retici, farklõ tonlardaki tu%lalarõ fabrikada karõ&õk olarak bir arada paletler; ancak duvar ustalarõ duvar boyunca bu farklõ tonlarõn 
da%õlõmõnõn dengeli bir &ekilde yapõlmasõna dikkat etmelidir. PALET AMBALAJINDAK$ UYGULAMA …NER$LER$NE UYULMALIDIR.

Manufacturer mixes di" erent shades of bricks together in the factory pallets; but masons should be careful to ensure that the distribution of

these di" erent tones along the wall is balanced. APPLICATION RECOMMENDATIONS IN PALLET PACKAGING SHOULD BE OBEYED.

*Baskõdan kaynaklanabilecek renk farklarõ i•in lŸ) en numune talep ediniz. Nakliye bedellerinin hesaplanmasõnda, ŸrŸnlerin net 
a%õrlõ%õnõ bšlge mŸdŸrlŸklerimizden š%renebilirsiniz. Kaplama tu%lalar ad/m* ve ad/mtul i•in 1cm, Antik tu%lalar ise 1,3 cm derz esasõna 
gšre hesaplanmõ&tõr.

*// Please demand sample in order not to have colour di" erences due to printing. *About the calculation of the shipping costs, you can learn
the net weight of the products from our regional o" ices. Brick Slabs are calculated according to 1 cm of the joint filler for pcs/m* and pcs/lm,
Antique Bricks are calculated according to 1.3 cm of the joint filler.






