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PERFORMANS BEYANI

DECLARATION OF PERFORMANCE
No / Number: DoP.TPN.03.04.2015 rev.04

1. Uriin tipi kimlik kodu
1. Product type identification code

TS EN 12467+A1:2016-12"ye gore elyaf takviyeli ¢imento kullanilarak imal edilmis diiz levhalar
According to EN 12467:2012+A41:2016; Cellulose reinforced fibre cement flat sheets

2. Yap1 malzemesinin ilgili uyumlastirilmis teknik sartnamesine gore imalat¢ tarafindan dngoriilen
kullanim amaci veya amaclari
2. Intended use or uses of the construction product, in accordance with the applicable harmonised

technical specification, as foreseen by the manufacturer

Yangin duvar1 yapiminda,

- Her gesit yapinin i¢ mekan ve dis cephe

kaplamalarinda, - Construction of fire walls,

- Inside and outside cladding of all types of - Ses yalitimi istenen yerlerde,
buildings, - Sound insulation,

- Prefabrik ve ¢elik yapilarda, - Is1 yaliim sistemlerinde.

- Prefuabricated and steel structures, - Heat insulation,

- Duvar kaplama malzemesi ve backerboard - Cati st kaplamalarinin alt levhasi
olarak, olarak,

- Wall cludding or backerboard, - Under roof cladding.

- Islak hacimlerde fayans alti uygulamalarinda, - Dolap ya da panolarin alt malzemesi

- Under the tiles of wet areas, olarak,

- Asma tavan sistemlerinde, - Substrate for cabinets and billhoards.

- Suspended roof systems,

3. Uretici adi ve iletisim bilgileri
3. Manufacturer name and contact information

Tepe Betopan Yap1 Malzemeleri San. ve Tic. A.S.
Tepe Betopan Construction Materials Industry and Commerce Inc.

Merkez: Betopan Bilkent Fabrika - Beytepe Koyii Yolu No:5 Bilkent 06800 Ankara/TURKIYE

Fabrika: Tepepan Fabrika - Alct Mah., ASO 2. ve 3. Organize Sanayi Bolgesi 2026. Cadde No:12 Sincan
06930 Ankara/TURKIYE

Headquarters: Betopan Bilkent Factory - Beytepe Koyii Yolu No:5 Bilkent 06800 Ankara/TURKIYE
Factory: Tepepan Factory - Alci Mah., ASO 2. ve 3. Organize Sanayi Bolgesi 2026. Cadde No:12 Sincan
06930 Ankara/TURKIYE
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Tel: +90 312 266 45 51 Fax. +90 312 266 01 50

E-posta / E-mail: betopan@betopan.com.tr

Web sitesi / Web Site: www.tepepan.com.tr
www.betopan.com.tr

4. Yetkili temsilci ad1 ve iletisim bilgileri
4. Authorized representative name and contact information

Igili degil. (Not relevant.)

5. Performans degismezliginin degerlendirilmesi ve dogrulanmasi sistemi/sistemleri
5. System of assessment and verificaiton of constancy of performance:

Sistem 3
System 3

6. Uyumlastirilms standart, Onaylanmis kurulus/kuruluslar
6. Harmonised standard, Notified body / bodys

Uyumlastirilmis standart: TS EN 12467+A1:2016-12
Harmonised standard: EN 12467:2012+A41:2016

Kimlik numarasi 1783 olan Tiirk Standartlari Enstitiisii tarafindan performansin degismezliginin
degerlendirilmesi ve dogrulamasi sistemlerinden Sistem 3'e gdre malzemenin (onaylanmis laboratuvar
tarafindan) baslangig tip testleri yapilarak uygunlugu belgelendirilmistir.

Notified body N° 1783 Turkish Standards Institution (TSE), has issued certificate of conformity of product
as a result of evaluation and verification of the constancy of performance under system 3.

Tiirk Standartlarina Uygunluk Belgesi No: 000261-TSE-02/02
Certificate of Conformity to Turkish Standards Number: 000261-TSE-02/02

7. Avrupa teknik degerlendirmesi referanslar
7. In case of the declaration of performance concerning a construction product for which a European
Technical Assessment has been issued

Ilgili degil. (Not relevant.)

8. Beyan edilen performans/performanslar
8. Declaration of performance/ performances
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Kuru Goriiniir Birim Hacim Kiitle
Dry Apparent Densirty

Min. 1000 kg/m* (1,0 g/cm?)

Egilme Dayammn (Islak sartlarda iiretim yoniine paralel ve
dikey degerlerin ortalamast)

Bending Strength (Average of the values parallel and
perpendicular to the direction of production in wet conditions)

> 7 N/mm?

Asbest
Asbestos

Tip NT (Asbest icermez.)
Type NT (dsbestos free.)

Tip, Kategori, Sumf
Type, Category, Class

NT, Kategori A, Simf 2
NT, Categorv A. Class 2

Yangina Tepki
Reaction to Fire

Yanmaz, EN 13501-1'e gore Al Smifi Yapr Malzemesi
Non-combustible, Al Class (according to EN 13501-1)

Tehlikeli Madde Salimmi
Release of Dangerous Substances

Zararh herhangi bir madde veya gaz salimimi yoktur.
No harmful substances or gas emission.

Su Gecirimsizligi
Water Impermeability

Su gegirmez.
Resistant to water.

Sicak Su Etkisi
Warm Water

Sicak suya dayamikhdir, > 0.75 (RL orani)
Resistant to hot water. + 0,75 (RL ratiol

Islanma/Kuruma Etkisi

Islanma kurumaya dayamklidir, > 0.75 (RL orani)

Soak/Dry Resistant to souking and drving, = 0.73 (Rl. ratro)
Donma Coziilme Etkisi Donmaya karsi dayanikhdir, > 0.75 (RL oram)
Freeze/Thaw Resistant to frost. = (1,73 (RI. ratio)

Isttma/Yagmur Etkisi
Heat/Rain

Performans belirlenmemistir,
VPD(No perforuance deternined)

Neme Bagh Hareket
Moisture Movement 30-90% relative humidty

0.05% £ 0.01

Boyutlar ve Toleranslar:
Dimensions and Tolerances:

Kalinhk + % 10 k (k: levha kalinhign)
Thickness + 10 % t (1: board thickness)
Boy ve En Boy: £ 5 mm En:+ 375 mm

Length and Width

Length : = 5 mmn Width: + 3,75 mm

Kenarlarda Diklikten Sapma
Deviation in Perpendicularity on Edges

<2mm/m

Kenarlarda Dogrudan Sapma
Deviation in Straighiness on Edges

< % 0,1 x kenar uzunlugu
< 0.1 % x edge length

Standart Olgiiler ve Agirhklan
Standard Dimensions and Weights

Kalinhk (mm) @ 6:8: 10: 12: 14
Thickness (mm) : 6:8: 10:12; 14

Min. kuru agirhk(kg/m?): 6: 8 10: 12: 14
Min. dry weight tkeim?): 6; 8; 10: 12: 14

En (mm): 1250
Width (mum): 1230

Boy(mm): 2500, 2800, 3000
Length (mm): 2300. 2800, 3000

TS EN 12467+A1:2016-12

EN 12467:20]12+41:2016

DIGER TEKNIK OZELLIKLER ;
OTHER TECHNICAL SPECIFICATIONS

TEST METODU
TEST METHOD

Isil iletkenlik Katsayist
Coefficient of Thermal Conductivity

L=10,2166 W/mK

TS EN 12667

Isil Direng
Thermal Resistance

46,168 x 107-3 m*K/W 10 mm)
55401 x 107-3 m*K/W 12 mm)

TS EN 12667

Su Buhar Difiizyon Diren¢ Katsayisi
Coefficient of Water Vapour Diffusion Resistance

p=13.31

TS EN1SO 12572

Ortalama Su Buhar Direng Degeri (7)
Mean Water Vapor Resistance Value (Z)

0,187 m*hPa/mg

TS EN 12086

Ses Yalitimi (Ses Azaltim Indeksi Tek Say1 Degeri)
Sound Insulation (Sound Reduction Index Single Number
Rating)

8 mm; 30,2 (-2; -4) dB
12mm: 32,1 (-2; -3) dB

TS ENISO 717-1
TS EN ISO 10140-2
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pil 10512
pH
WlCailgme KABIRE 000493 mm/mK DIN 51045
Coefficient of Thermal Expansion
Agirhikga. 2 saat <%]15 (Laboratuar ortaminda dengeye gelen levhada)
Su Emme Oram Agirlikga, 24 saal < %25 (Laboratuar ortaminda dengeye gelen levhada)
Water Absorbtion 2 hours, by weight < 15% (Qf a board in ambient laboratory conditions)
24 howrs, by weight <23% (Of a board in ambient laboratory conditions)
Kalinhigina Sisme < % 1 (24 saat suda bekledikten sonra)
Increase in Thickness oA % (After kept in water for 24 hours )
Porozite < %30 (Laboratuar ortaminda dengeye gelen levhada )
Porosity 30% (Of a board in ambient laboratory conditions)
> 35 MPa (20 + 2 °C sicakliktaki suda 24 saat sartlandirma sonrasi)
Yiizeye Dik Basin¢ Dayanimi >40 MPa (Lab. Ortaminda 7 giin sartlandirma sonrasi)
Compressive Strength 35 MPa (After 24 hours of conditioning n 20 + 2 °Cwaler)
- 40 MPaiAfter 7 davs of conditioning in laboratory)

9. Uygun teknik belge ve/veya Ozel teknik belgelendirme
9. Appropriate technical documentation and / or Special technical documentation

Ilgili degil. (Not relevant.)

Yukarida tanimlanan yapi malzemesi beyan edilen performans gurubuna sahiptir. Yap: Malzemeleri
Yonetmeligi (305/2011/AB) uyarinca hazirlanan bu performans beyani sadece yukarida tanimlanan

imalatgimin sorumlulugu altinda yayimlanir.

imalat¢1 adina imzalayan

Signatory on behalf of the manufacturer

Berkay ERTEM
Tepepan Uretim Yoneticisi

Ankara, 12 Haziran 2018



